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: Applicable : Not applicable

OPTIONS FOR BASE RECEIVERS

AC ADAPTER EXTERNAL SPEAKERS EXTERNAL ANTENNAS CARRYING HANDLE HIGH STABILITY CRYSTAL UNITS

MODEL NAME AD-55S*1 SP-21 SP-23 SP-34 AH-8000

100–3335MHz

AH-710

1.9–30MHz

MB-23 CR-282

±0.5ppm

CR-293

±0.5ppm

IC-R9500 ✔ ✔

IC-R8500 ✔ ✔ ✔ ✔ ✔ ✔ ✔

IC-R75 ✔ ✔ ✔ ✔ ✔ ✔

*1  AD-55S USA version and Europe version available.

CI-V CONVERTER DSP UNIT P25 DIGITAL UNIT DC POWER CABLE

MODEL NAME CT-17 UT-106 UT-122 OPC-023D

IC-R9500 ✔ ✔

IC-R8500 ✔ ✔

IC-R75 ✔ ✔

9MHz FILTERS 455kHz FILTERS

MODEL NAME FL-100
CW/RTTY narrow; 
500Hz/–6dB 

FL-101
CW narrow;
250Hz/–6dB 

FL-103
SSB wide;
2.8kHz/–6dB

FL-223
SSB narrow;
1.9kHz/–6dB

FL-232
CW/RTTY narrow;
350Hz/–6dB

FL-52A
CW/RTTY narrow; 
500Hz/–6dB

FL-53A
CW narrow;
250Hz/–6dB

FL-222
SSB narrow;
1.8kHz/–6dB

FL-257
SSB wide;
3.3kHz/–6dB

IC-R9500

IC-R8500

IC-R75 (One of these 9MHz X lters) (One of these 9MHz X lters) (One of these 9MHz X lters) (One of these 9MHz X lters) (One of these 9MHz X lters) (One of these 455kHz X lters) (One of these 455kHz X lters) (One of these 455kHz X lters) (One of these 455kHz X lters)

* Some options may not be available in some countries. Please ask your dealer for details.



: Applicable : Not applicable

Applicable U.S. Military SpeciG cations
Icom makes rugged products that have been 

tested to and passed the MIL-STD require-

ments and strict environmental standards for 

shock (MIL-810C, D, E or F) and vibration (MIL-

810C, D, E or F). 

Look for this logo to determine which models 

meet these requirements.
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OPTIONS FOR HANDHELD RECEIVERS

BATTERY ASSEMBLY CHARGERS AC ADAPTER CHARGER STAND CIGARETTE LIGHTER CABLES CARRYING CASES

MODEL NAME BP-206 (Li-Ion)
3.7V/1920mAh (min.),  

2100mAh (typ.)

BC-153SA/SE
WALL CHARGER

BC-156*5

RAPID CHARGER
BC-196SA/SD*6 BC-194 CP-18A/E CP-23L LC-146A LC-158

IC-R20 (Use with BC-156)

IC-R6 (Use with BC-196 or CP-18)

*5  BC-156 USA/Europe versions available.

*6  BC-196SA/SD for exclusive use with the IC-R6 and BC-194 only.

CLONING CABLES CLONING SOFTWARE ANTENNA ADAPTER EARPHONES CI-V CONVERTER

MODEL NAME OPC-474
Receiver-to-
receiver 

OPC-478
Receiver to PC 
RS-232C cable

OPC-478UC
Receiver to PC 
USB cable

CS-R6 CS-R20
With USB cable

AD-92SMA
BNC to SMA

SP-13 SP-27
Tube earphone

CT-17

IC-R20

IC-R6

* Some options may not be available in some countries. Please ask your dealer for details.


